
Fire-fighting 
Equipment 

Shall Be
 available, or be 

provided with, 
appropriate types 
of fire-fighting 
equipment 
adequate for the 
size of the mine.

 strategically 
located, readily 
accessible, plainly 
marked, properly 
maintained and 
inspected 
periodically with 
records kept of 
such inspections.

In the Mines

Fire Extinguishers 
Shall Be

No person shall smoke 
or use an open flame 
where flammable or 
combustible liquids or 
greases are stored or in 
areas or places where 
fire or explosion hazards 
exist;

 Signs warning against 
smoking and open 
flames shall be posted 
so they can readily be 
seen in areas or places 
where fire or explosion 
hazards exist;

Areas surrounding 
flammable-liquid 
storage tanks and 
electric substations and 
transformers shall be 
kept free from dry 
grass, weeds, 
underbrush and other 
combustible materials 
for at least twenty-five 
(25) feet in all 
directions.

No person shall smoke 
within fifty (50) feet of 
explosives, blasting 
agents or detonators.

adequate in number and size and of 
the appropriate type for each 
particular fire hazard involved.

 replaced immediately with full 
charged extinguishers of the same 
capability after any discharge is 
made from the extinguishers.

 tested at least once every twelve 
(12) months and maintained 
according to the manufacturer's 
recommendation. Each extinguisher 
shall bear a tag showing the date of 
testing and the name of the person 
making the examination for testing;

approved by Underwriter's 
Laboratories, Inc. or Factory Mutual 
Research Corporation;

Appropriate fire extinguishers shall 
be provided on self-propelled mobile 
equipment.

of the appropriate type and size 
shall be an integral part of portable 
cutting and welding equipment.
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What are the different types of fire extinguishers?
What type of extinguisher should be used for an electrical 
fire?  Oil/grease fire?
How often do manufacturers typically recommend you should 
visually inspect a fire extinguisher?

These requirements may be found in Title 45, Chapter 11, § 910 & 911
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